
TECHNICAL DATA

25HP

40 In 

30 In

63 In

ROBOCOMPACT

New

61

DIESEL ENGINE

COMPACT AND 
MULTIFUNCIONAL

MINIMUM GROUND
PRESSURE

WORKING ON A SLOPE

THE REMOTE-CONTROLLED TOOL CARRIER
DESIGNED FOR THE MAINTENANCE OF GREEN
AREAS AND ENVIRONMENTALLY SENSITIVE ZONES.



HEAD 100
GRINDING UNIT

REINFORCED RADIATOR
PROTECTION

OSCILLATING TRACKS

DIESEL ENGINE
KUBOTA 25HP

ROBOCOMPACT
Maximum slope 	 61°

Speed 	 0 - 4,35 mph

Transmission to the tracks 	 Hydraulic

Transmission to the attachments 	 Hydraulic

Machine weight without attachments 	 1.213 lb

ENGINE
Brand 	 KUBOTA

Type 	 3-cylinder inline, liquid-cooled

Power 	 25 HP (18,5 kW)

Fuel tank capacity 	 5,02 gal

Working RPM 	 3400 RPM

REMOTE CONTROL
Brand 	 Autec

Radio frequency 	 2400 MHz

Working range 	 492,13 ft

Joystick 	 Proportional

Battery 	 Rechargeable

SLOPE

61

TECHNICAL DATA

227 Trade Ct · 29805
Aiken – SC · United States
Tel. +1-470-989-2600 · info@energreenamerica.com

ENERGREENAMERICA.COM

Rotor with Y-knives
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ATTACHMENTS

BUCKETBRUSH STUMP GRINDERCUTTER BAR RAKE SNOW BLOWER


